
Dimensions listed are for metric cable glands only. Dimensions for alternative threads may vary, please see supplementary technical data sheet.
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ADAPTOR SIZE BORE DIAMETER 'H' LENGTH 'B' THREAD DIAMETER “K” SPIGOT DIAMETER 'A' WIDTH “O” CENTRES 'F' DIAMETER 'D' DIAMETER 'E' BORE DEPTH 'C' RADIUS 'G'

20S 11.7 11.1 M20 19.05 27.0 44.45 6.6 11.5 7.0 12.7

20 14.0 11.1 M20 19.05 32.0 44.45 6.6 11.5 7.0 12.7

25S 20.2 11.1 M25 25.40 39.0 57.17 6.6 11.5 7.0 12.7

25 20.2 11.1 M25 25.40 39.0 57.17 6.6 11.5 7.0 12.7

32 26.5 12.7 M32 31.75 45.0 69.85 9.0 15.5 8.7 14.3

40 32.4 12.7 M40 38.10 52.0 82.55 9.0 15.5 8.7 14.3

50S 38.4 14.5 M50 50.80 58.0 95.25 11.0 19.0 10.5 17.5

50 44.3 14.5 M50 50.80 64.0 95.25 11.0 19.0 10.5 17.5

63S 50.3 14.5 M63 63.50 71.0 114.30 11.0 19.0 10.5 17.5

63 56.2 14.5 M63 63.50 76.0 114.30 11.0 19.0 10.5 17.5

75S 62.2 18.0 M75 76.20 83.0 127.00 14.0 21.0 13.5 17.5

75 68.2 18.0 M75 76.20 88.0 127.00 14.0 21.0 13.5 17.5

Dimensions are displayed in millimetres unless otherwise stated
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MA/FT & MA/B MINING FLANGED ADAPTOR

  Provides a conversion from spigot entry to a threaded entry

  Provides a thread size conversion if required

   Internationally marked, UKEX, IECEx & ATEX

MATERIAL Brass, Nickel plated Brass, Stainless Steel

INGRESS PROTECTION RATING** Dependent on Cable Gland

TECHNICAL CLASSIFICATION

DESIGN SPECIFICATION BS 6121:Part 1:1989, IEC 62444, EN 62444

GLOBAL PRODUCT CERTIFICATION

ATEX CERTIFICATE
CML 18ATEX1332U (MA/FT), 
CML 18ATEX1333U (MA/B)

IECEx CERTIFICATE
IECEx CML 18.0189U  (MA/FT) 
IECEx CML 18.0188U (MA/B)

UKEX CERTIFICATE
CML 21UKEX1255U
CML 21UKEX1254U

CODE OF PROTECTION ^ I M2 Ex db I Mb CODE OF PROTECTION Ex db I Mb

COMPLIANCE STANDARDS EN 60079-0,1 COMPLIANCE STANDARDS IEC 60079-0,1
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