
FI618 Rev 2 07/20

717 INDUSTRIAL
+105˚C

-60 C̊

1a 1b

Without entry thread seal W ith entry thread seal 

2
•  Provides means of blanking unused cable entries
•  Zero-halogen and phosphorus-free material
•  Temporary or permanent solution 
•  Universal tightening design (hex head, allen key and
    slotted/flat screw head)
•  With entry thread seal - IP66, IP67, IP68 (30m, 16 hrs), IP69, IP69K
•  Without entry thread seal - IP66, IP67, IP68 (1.1m, 5 days), IP69, IP69K

Manufactured by: CMP Products, Glasshouse Street, St. Peters, Newcastle upon Tyne NE6 1BS, UK
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NYLON UNIVERSAL STOPPER PLUG, 
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M20 10 20.2 2.0 4.0 24 8

M25 10 25.2 5.0 8.0 28 10

M32 10 32.3 9.0 13.0 38 10

½” NPT 14 21.6 2.0 4.0 24 8

¾” NPT 14 26.9 5.0 8.0 28 10

1” NPT 14 33.7 9.0 13.0 38 10
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INGRESS PROTECTION
WITH ENTRY THREAD SEAL - IP66, IP67, IP68 (30M, 16 HRS), IP69, IP69K

WITHOUT ENTRY THREAD SEAL - IP66, IP67, IP68 (1.1M, 5 DAYS), IP69, IP69K


